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GREASE:

APPLY THICK COAT OF SLICK HONEY
FOR FULL 360° AROUND O-RING.

036-01-060
SCRAPER

TORQUE :
220+5 IN.LB.

(SEE TABLE)

036-01-010
U-CuP

For Quantity

IMPORTANT:
VERIFY THAT RETAINING RING IS FULLY
ENGAGED IN UPPERTUBE SNAP-RING GROOVE

820-02-292-KIT

TORQUE :
50+£5 IN.LB.

20wt. GOLD Bath Oil: 30cc

038-00-091
RETAINING RING: [INTERNAL, SMALLEY EH-29-502, 302SS

234-04-532
Spring Hardware: Neg Plate 32mm 26in/27.5in 130-150 AND 29%9in [10-130 Piston Stud

AIR SHAFT: 32 26in 80-150 and 29in 80-130 Air Spring, Piston Stud

R_RL_RLC

e N
241-00-005
Fastener, Custom: Nut, Bottom,
241-01-002-C
Fastener, Custom: Crush Washer, Plastic, R_RL_RLC
OIL:

(S)c”c-:FLOAT FLUID DESCRIPTION 234'04'096 .
Spacer Quantity
32 261in and 27.51n 150 Air Spring Assembly 0
32 261n and 27.51n 140 Air Spring Assembly |
820-05-254 -KIT , , , ,
2014 32 26in and 27.5in 80-150Topcap Assemb |y 32 26in and 27.5in 130 Air Spring Assembly 2
029-03-008
Seals:0-Ring [(-008) .070 C.S. X .176 ID] Standard, N-70, Static FOX Factory, Inc. .. 00
2015 32 26/27.5 130-150mm
FLOAT Air Spring Assemblies
234-04-540 STZE[ DWG. NO.
(T) Spring Hardware: 2014 32 FLOAT Air Topcap, Al, Blue Ano THIS DOCUMENT CONTAINS COMF IDENTIAL, PROPRIETARY INFORMATION
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