ASSEMBLE 002-02-011

AT THIS LEVEL

038-01-073
Retaining Ring: Wire [.280 OD X .024 CS1 SS

210-22-920
Compression Adjust Coupler, F-S, FIT4

029-08-068
Seals: O-Ring [3.0MM ID x I.5MM CS] Metric, N-70, Static

TOPCAP ASSY
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55+5 IN.LB.
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7 ‘ Spring: Detent [.138 TLG X .087 OD X 48 Ib/inl SS
AN : -~ 010-01-012
N Air Valve Parts: Ball [@ 0.1094] E52100 Grade 25 Steel, Chrome

[4] COMPRESS DAMPER

- PROPRIETARY-
THIS DOCUMENT CONTAINS CONFIDENTIAL, PROPRIETARY INFORMAT
THAT IS FOX PROPERTY. DO NOT DISCLOSE TO OR DUPL ICATE
FOR OTHERS EXCEPT AS AUTHORIZED BY FOX.
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SHAFT 3IN BEFORE SEALING DAMPER

DAMPER SHAFT ASSY
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FOX Factory, Inc. 4761100

130 Hongor Way, Wotsonville, CA 95076 USA Fox 831-768-9312

2016 32 Factory
Series FIT4 Cart Assy
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