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IMPORTANT:
CLEAN THREADS
WITH ALCOHOL

LOCTITE:
ACTIVATOR 7649

LOCTITE:
RED 263 FIRST 1-2 THREADS
(2} / FULL 360

m%

octiie]

TORQUE :
150+£5 in-1b

038-01-094

Retaining Ring: Wire, Solenoid End Cap, 2017 LIVE
GREASE:

THIN LAYER

OF SLICK HONEY

234-44-187
Spring Retainer: Slotted [QI.350 Perch, 9mm Shaft] Al 6061, Black Ano |11

SHAFT-END EYELET ASSY

TORQUE :
121 ft-1b

Bumper: B/0 [Q 0.375 Shaft, 1.00 TLG] MCU, Black

Seals: O-Ring [3.5mm ID x 1.5mm CS1 Metric, N-70, Static

DAMPER SHAFT
TORQUE :

(038-01-093) 80+3 in-Ib

812-06-100-KIT
Bearing Housing Assy: 2021 DHX2, Travel Limiter (T)

813-00-279-KIT
Reservoir End Cap Assy: 2021 DHX2 & FX2

805-00-124-KIT
Piston Assembly: Floating [@ 1.160 Bore, 0.475 TLG], Bleed Screw __\\\\\

GREASE :
THIN LAYER
OF SLICK HONEY

IMPORTANT:
PART HAS ORIENTATION
OD CHAMFER FACES BODY THREADS

HSR INNER SHAFT

GREASE :
THIN LAYER
OF SLICK HONEY

MAIN PISTON ASSY
2 LOCTITE:
BLUE 243
=) -2 DROPS @ TORQUE :
120£5 in-1b

204-18-072
Body: DHX2, Spring Guard

OUTER BODY

TORQUE :
20£1 ft-1b
2 LOCTITE:
i| )RED 263, 2-3 DROPS ON
0 IMPORTANT : [2\ / FIRST 3 THREADS, 360

NO GREASE ON THREADS
10° | |
227-09-037 / \
Reservoir: 2021 DHX2 / FX2[1.160 Bore, 1.806 TLG] - X

USE 7649 PRIMER
INNER BODY

010-01-000
Ball [0 0.1250] Steel

039-00-228
Spring: Detent, 2013 CTD [.190 TLG, .088 ID, 40 Ib/inl 17-7 SS

GREASE :
THIN LAYER

234-44-186 BLUE MARINE

Spring Hardware: Ring, Preload Collar, DHX2 [1.250-24 ID X 1.990 OD X .400 TLG]

EYELET ASSY

FOX Factory, Inc. Ph 831-768-1100

130 Hangar Way, Watsonville, CA 95076 USA Fox 831-768-9312

2021-2024 DHX2
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