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813-00-097-KIT
Reservoir End Cap Assembly: 2016 DHX2

038-01-024—
Retaining Ring: Wire [1.200 OD X 0.040 CS1 I7-7 SST

TORQUE ;
304+2 IN LB

GREASE :
THIN LAYER OF
SLICK HONEY

813-00-095-KIT

Reservoir Cap Assembly: 2016 DHX2
IMPORTANT:

NOTE ORIENTATION
CHAMFER TOWARDS THREADS

GREASE:
THIN LAYER OF
SLICK HONEY

805-00-027-KIT
Piston Asm: Floating [@1.070 Bore, .325 TLG]

IMPORTANT:
NOTE ORIENTATION
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\ 204-18-072

TORQUE :
12+2 FT LB

OUTER BODIES

LOCTITE:
RED 263, 2-3 THREADS
180" COVERAGE

234-04-816
Spring Hardware: Ring, Preload Collar, DHX2 [1.250-24 ID X 1.990 OD X .400 TLG]

BODY EYELET ASSEMBLIES

234-04-815
Spring Retainer: Slotted [@1.350 Perch, 9mm Shaft]l Al 6061, Black Ano Il

GREASE:
THIN LAYER OF
SLICK HONEY

SHAFT ASSEMBLIES

TORQUE :
1242 FT.LB.

INNER BODIES

GREASE:
THIN LAYER OF
SLICK HONEY

Body: DHX2, Spring Guard

- PROPRIETARY-
THIS DOCUMENT CONTAINS CONFIDENTIAL, PROPRIETARY INFORMATION
THAT IS FOX PROPERTY, DO NOT DISCLOSE TO OR DUPLICATE
FOR OTHERS EXCEPT AS AUTHORIZED BY FOX.

234-04-646
Spring Retainer: Insert, Twin Tube, @9mm Shaft

FOX Factory, Inc. Ph 831-768-1100

130 Hangar Way, Watsonville, CA 95076 USA Fox 831-768-9312

2019 DHX2
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